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D A T A S H E E T

Serie CD07 R432016623
CD07-1/4-ROLLER-OPERATOR
- Aventics 5/2-Wegeventil

Item no. AVE-R432016623 Manufacturer Aventics

 
Serie CD07 R432016623 CD07-1/4-ROLLER-OPERATOR. Aventics
pneumatic valve controls direction and flow of compressed air
quickly and reliably for dynamic automation.

TECHNICAL DATA

Certification ATEX

Country of Manufacture Germany

Weight 0.1 kg

Zolltarifnummer 84812090

DESCRIPTION

Aventics pneumatic valve controls direction and flow of compressed air quickly and reliably for
dynamic automation.

TECHNICAL DATA

Actuation mechanisch

Baugröße CD07 - inch

Design Ventil Schieberventil, überschneidungsfrei

Schaltprinzip 5/2, mit Federrückstellung

Actuationsfunktion einseitig betätigt

PlattenPort Rohranschluss

Actuationselement Tastrolle

Dichtprinzip weich dichtend

DruckluftPort 1/4 NPT

Typ DruckluftPort Innengewinde

DruckluftPort Eingang 1/4 NPT

DruckluftPort Ausgang 1/4 NPT
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DruckluftPort Entlüftung 1/4 NPT

NennFlow Qn 1200 l/min

NennFlow Qn 1 zu 2 1200 l/min

NennFlow Qn 2 zu 3 1200 l/min

BetriebsPressure min. -0.95 bar

BetriebsPressure max. 10 bar

SteuerPressure min. -0.95 bar

SteuerPressure max. 10 bar

Actuationskraft min. 40 N

ATEX ATEX-geeignet

UmgebungsTemperature min. -25 °C

UmgebungsTemperature max. 80 °C

MediumsTemperature min. -25 °C

VERSION

Serie CD07 R432016623 CD07-1/4-ROLLER-OPERATOR.

MANUFACTURER

Genuine Aventics.


